Engine Exhaust Silencer Questionnaire


Date:

CONTACT INFORMATION

Name:





Title/Position:

Company Name:

Street Address:

City:





State/Province:


Postal Code:

Country:




Tel:



Fax:
Email:

ENGINE INFORMATION

Make & Model:




Rating:
Bore:





Stroke:



No. of Cylinders:

Speed:

Aspiration:
Naturally Aspirated or Turbocharged



Displacement:

Fuel Type:

ENGINE OPERATING DATA

	OPERATING LOAD
	MASS FLOW
	VOLUMETRIC EXHAUST FLOW
	VOLUMETRIC EXHAUST FLOW
	EXH. TEMP.

	
	LBS/HR
	SCFM
	ACFM
	DEG. F

	100%
	
	
	
	

	
	
	
	
	


SILENCER REQUIREMENTS
Inlet/Outlet Connection Size:

Inlet/Outlet Connection Type:

Flanged, MNPT, FNPT, Slip-On, Straight Tube, Other

Max. Allowed Pressure Drop:

Max. Diameter:

Max. Length:

Mounting: 



Horizontal or vertical flow 

Material:



Carbon Steel (Standard) / Stainless Steel

Flange Material:



Carbon Steel (Standard) / Stainless Steel

Spark Arrestor Design:


Yes or No

	REQUIRED DESIGN
	ATTENUATION GRADE
	ATTENUATION, dBA

	
	INDUSTRIAL
	15-22

	
	RESIDENTIAL
	18-23

	
	CRITICAL
	18-32

	
	SUPER CRITICAL
	30-42

	
	EXTREME
	38-50

	
	OTHER
	


	REQUIRED CONFIGURATION
	CONFIGURATION

	
	END IN – END OUT (EI-EO)   (STANDARD.)

	
	SIDE IN – END OUT (SI-EO)

	
	END IN – SIDE OUT (EI-SO)

	
	SIDE IN – SIDE OUT (SI-SO)

	
	DUAL SIDE IN – END OUT (DSI-EO)

	
	CENTER SIDE IN – END OUT (CSI-EO)

	
	LOW PROFILE - BOTTOM IN – SIDE OUT  

	
	LOW PROFILE – SIDE IN – SIDE OUT

	
	LOW PROFILE – SIDE IN – TOP CENTER OUT

	
	LOW PROFILE – DUAL BOTTOM IN – SIDE OUT

	
	LOW PROFILE – DUAL BOTTOM IN – TOP OUT

	
	LOW PROFILE – BOTTOM IN – TOP SIDE OUT

	
	LOW PROFILE – DUAL SIDE IN – TOP OUT

	
	LOW PROFILE – BOTTOM OFFSET IN – TOP CENTER OUT


RETURN COMPLETED FORM TO:  info@CatalystProducts.com

